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PE-
~ document describes the phys ical and electrical
properties for 110°C rated ~ire and cable used on Amtrak
Rolling Stock.

GENERAL

All wire and cable procured under this specification must
exhibit the properties outlined ,in the specification and
must either be on Amtrak's approved source list, (paragraph
7.0) or must be approved, in writ.ng, by Amtrak Equipment
Engineering Department. ,.---,

WIRE CONSTRUCTION

Lmum

Conductor:
Coating:
Stranding:
Insulatlon:

Soft Annealed Copper
Tin •
Per AAR 589 (See parapgraph S.O)
Crosslinked Polyolefin

PROPERTIES

APPLICABLE DOCUMENTS

T~o. wire and cable manufactured under this specification

~.~l be tested and inspected in accordance' with the latest~es of the following standards , as appl ic~ble or as
modified herein:

AS'l'MB-33 -'Tinned Soft or Annealed Copper Wire

ASTM D-l49 - Test for 'Dielectric Breakdown Voltage &
Dielectric Strength of Electrical
Insulating Materials at Commercial Power

_ Frequencies,-
IPCEA S-19-81 - Rubber Insulated Wire & Cable

IPCEA 5-66-524 - Cross-Linked-Ther.mosetting-Polyethylen~
Insulated Wire & Cable for the Trans­
mission' Distribution of Electrical'
Energy

UL 44 - Standard for Rubber Insulated Wire & Cable

IEEE Std. 383-1974 - Type Test of Class lE Electrical
Cable, Field Splices & Connectors
for Nuclear Power Generating
Statiors
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