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CONT GENERAL INSTRUCTIONS

It is essential that all brake parts be given
attention at each cleaning period to insure their
being in serviceable and clean condition and
properly lubricated when applied to the car.
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The following instructions for cleaning, lubricat-
ing and handling the equipment are prepared to
the end that the practices and processes for

doing this work may be uniform and effective,
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The "D-22" Type Passenger Car Brake Equipment
consists of various operating porticns, some of
which are attached to their respective pipe
brackets. Pipe connections are semi-permanent-
ly made to these pipe brackets and the operating
portions may readily be removed and replaced, if
Necessary.

When operating portions are detached from their
respective pipe brackets, the parts are exposed
to dirt; therefore, to protect against dirt and
darmnage, special shipping covers are provided
which must be attached to the portions im-
mediately after the portions have been tested,
approved and removed from the test rack, and
the covers must not be removed until each clean _
portion is about ready to be applied 1o the car.
Even then, special precautions must be taken to
avoid damaging the parts or getting dirt into the
operating portions when applying them.
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NOTE: DECELOSTAT is a registered Trade-
mark of American Standard Inec. : ]




All work on the repair track in connection with
cleaning and testing "D-22" Type Brake Equip-
ments must be performed in accordance with
instructions specified in current issues of In-
struction Leaflet No, 2389, Sup. | and Instruc-
tion Pamphlet No, 5039-4, Sup. |.

Cleaned and repaired "D-22" Type Control Valve
Portions must pass prescribed tests on the AAR
standard test rack in accordance with Code of
Tests as contained in current issue of Instruction
Pamphlet Mo, 5039-21, other devices in gccord-
ance with Code of Tests as contained in their
respective fest codes.

Operating portions and devices, unless otherwise
specified, must never be disassembled or have
any parts removed or replaced at the car. All
cleaning, repairing and lubricating of the valve
portions must be done by a competfent warlkman
at a suitable bench in a clean, well lighted
location.

When disassembling operating portions, care
must be exercised to avoid distortion of bolts,
studs, nuts, etc., which can best be done by using
wrenches especially adapted for this work. Simi-
lar care must be taken to avoid mutilation or
darnage when disassembling the portion with
respect fo pistons, springs, gaskets, slide valves,
graduation valves, etc,
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When reassembling valve portions, it is important
that cap screws and nuts are tightened suffic-
jently to prevent gasket leakage and vef not
excessively to cause distortion of covers and
gaskeTs.

The purpose of these instructions is to avoid
unnecessary expense due to careless handling of
parts, since it is possible to assemble or disas-
semble all parts of the portion readily. If
excessive force is required, investigation should
be made immediately as to the cause of the
difficulty.

N\ WARNING

The lollowing slatements of warning apply all or in parl
wherever this symbal /& appears in the maintenance
praocedures. Failure to observe these precautions may
result in serious injury to those performing the waork
and:or bystanders,

B The use of an air jet. which must be less than 30
.5.i.g.. to blow parts clean or to blow them dry after
being cleaned wilh a solvent will cause particles of
dirt and/or droplets of the cleaning selvent to be air-
borne, Wire brushing may also cause particles of dirt,
rust. and scale to become airborne, These conditions
may cause skin and/or eye irrilation.

B When using an air jet do not direct it toward another
person. Improper use of air jet could result in bodily
injury.




B Personal eye prolection must be worn when per-
forming any work on this device or ils component
parts to avoid any possible injury o the eyes,

B The use ol solvents as cleaning agents and the use of
[ubricants can involve health and/or safely hazards.
The manulacturers of the solvents and lubricants
should be contacted 1or sately data (such as GSHA
Form OSHA-20 or its equivalent). The recommended
precautions and procedures of lhe manufacturers
should be followed.

B To prevent receiving electrical shock when
performing electrical tests, hands must be clear of
elecirical components. contacts and housing and
there must be no bodily contact with the work bench,
Failure to heed this warning could result in severe
injury or death.

B When performing any tes! or work on devices or
equipment while they are on the vehicle {on car test
etc.} special precautions must be taken to insure that
vehicle movement will not occur which could result
in injury to personnel and/or damage to equipment.

B Assembly may be under a spring load. Exercise
caution during disassembly so thal no parts "Fly Out”
and cause bodily injury.

B All air supply and/or electric current to this device
and/or to any component part must be cul-off betore
this device and/or any component parl is removed
from the eguipment arrangement

W Boitled” up air under pressure (even #—...u:m: air
supply is cut-off) may cause gaskets and/or particles
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Fig. 1.
Type Brake Equipment
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