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MECHANICAL SECTION

E{m DOOR LOCK: The end door locks are J. L. Howard Co.'s No. 2085 Push-Pull type with built-in
micro switch No. YZ-TR-QIT. See Figures 124, 125, 126 and 127.

No external adjustment of micro switch is provided. In order to adjust or exchange the switch,
the lock must be removed from the door and the switch adjusted as follows:

1. Hemove Pull plate assembly from interior of end door (4 screws).
2. Remove backing plate from lock case exposing mechanism.

3. Loosen hollow, hexagon top, cup point, No. 6-32 Allen Headless set serew (Cat No. M-1073, on
switch lever collar.

4. Adjust switch lever collar on threaded handle shaft. Thread collar in or out to desired posi-
tion. Adjustment is cbtained by locating switch laver ecllar on shaft so that same contacta
switch lever which trips micro switch in such position that “ click " of switch is heard just
as latching head of the lock is in a position to clear lock keeper on the door jam.

3. RBeserve procedure 1 to 3, to re-assemblas.

DOOR CLOSERS: Teilet door closers are Yale type RK 11, expesed type and are covered in ** Instructions for
Door Closer Maintenance and Overhauling * wanual, dated August 1945.

End Doors are equipped with National Pneumatic Co.’s door operators. See pages 197 to 216.

"SASH INITS: Adems and Weatlake Co.’s “ Adlake " Model 36 sash are used. Size of sash, glass and gasketa
are shown in Figure No. 128B. Method of assembling sash is shown on page 189 to page 193.

MISCELLANEOUS GIASS. The following miscellaneous glass is used in locations showh:
Wrecking tool and fire extinguisher ceses - Double strength glasa. .o

End Doors - 1/4" laminated Safety glass, 17 x 22 3/B” - all four corners rounded with 4" radius..

Vestibule doors - 1/4" laminated Safety glass 20 7/B” x 29 7/8" all four corners rounded with

2 1/4" radiua.

MIRRORS: All mirrors, excepting those on Bedroom Folding Partitions, are encased in an aluminum anodized
mirror frame,-Alto Manufacturing Co.'s make. This is a solid frame in which mirror is retained by eight (8)
‘¢clips, two on each side, see figure 129, held in place by 2, No. 8-32 1/4" hexa head slotted serews and
2, No. 8-32 hexagon nuts which slide in a groove in frame to desired position. Mirrors of the following

sizes are used in locations shown.

i Roomette doora - 1/4" M.Q.P. glass 10 3/4" x 4B™.
i Hoomette cross partition < 1/4" W.Q.P. glams 18 7/8" x 31 7/8".
Bedroom annex doors (room side) - 1/4" M.Q.P. glass 8 7/8" x 44 1/8" .
Bedroom annex over wash basin - 1/4" M.Q.P. glass 23" x 27 3/8™ .
General toilet over wash beain - 1/4" M.Q.P. glass 15 7/8" x 27 5/8".
Bedroom- folding partition 1/4" double faced safety glass 12 1/2" x 48 1/2".

RENEW VESTIBULE DOOR GLASS: Using a serew driver and starting at the joint of the inside rubber (this
joint-is at top of unit) pry the end out of the chanmel, then working with hands pull out 3" to 4" at a
time until rubber is u:oql:isnly removed. Then lift glass out. The outside rubber will remain in place and
need not:be disturbed unless it reqguires renewal. CAUTION: Hold glass with one hand as work proceeds.

If cuter rubber is renewed, the surface of the frame must be thoroughly cleaned and all traces of

old rubber cement removed with solvent.

The new rubber should be cut about 3 longer than the one removed.

Apply rubber cement to frame and allow to dry.

Starting.at approximately the center top of frame, shape.the rubber around frame forcing it snug-
ly into corners and cut it 3/8” past starting end. Then zement end forcing it into place and amooth out
-aroond - frame to form a gasker. =

Apply glass and inside rubber Start end of rubber at top center forcing it into place using
thumbs with a twisting motion, holding the bottom edge out. A very-thin coat of glycerine applied to the

glass side of the rubber will help make it slide. After forcing in.the rubber the handle of a hammer canm

. be used to completely seat rubber by sliding it acress glass and tapping lightly.
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Figure 127
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. Main Latch Head

. Main Latch Strap

. Main Latch Hub

. Switch Lever

. Switch Lever Collar

. Night Latch Head

. Night Latch Connection
. Night Latch Bolt

. Night Latch Key Tumbler
. Turn Knob

. Turn Knob Hub

. Main Spring

. Pull Handle

. Switch - National

Pneumatic Company

. Push Bar Spring

. Spindle

. Spindle Roller Bearing
. Spindle Shaft

. Night Latch Spring

. Set Screw - Headless

. Rubber Bushing

. Bushing Bracket

. Plate - Cover



E-206 RUBBER BY AW CoO.
R-255 RUBEER BY AaW CO,

L 4
SASH SASH GLASS GLASS
WIDTH HE IGHT VWIDTH HE IGHT
41 18" 22 7/8" 3 1/ 20 778"

T
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INSULATION STRIP '

K. 155
RUBBEE /
INSIDE FACE
OF SASH
E-155 RUBBEE SASH SASH GLASS GLAES
LGT. PART NO. WIDTH HE IGHT WIDTH HEIGHT
116" P-1961215 44 25 /4 42 23 /4
83 P-196310 25 152" 25 as4 23 17217 23 as4m

Figure 128
SASH DETAIL
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‘Higure 129

1- 18T -

IND. "@8.82i = 4/ HEX, -
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SASH UNIT - BREATHER AND FILTER ASSEMBLY
TYPE 17

COTTON FILTIER

BREATHER

ALUMINUM SASH

ARROW LINE SHOWS
ATR TRAVEL

OUTSIDE TUEBE

— INSIDE TUEBE

Figure 130
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TYPICAL AFFLICATIC

131

Figure
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