
Level

~EST SPECIFICATION

t PQ-79-1

Section 6.2.6B

Name: Private Car
Electricql Load/Phase Balance

Date: February 18, 1986

REVISIONS

Date Authorized



.~

••

TABLE OF CONTENTS

1. Scope

2. Timing of Test

3. Reference Documents

4. Test Instruments

5. Precautions

6. Preparation

7. Test Procedure

8. Completion

9.· Illustrations

10. Data Sheet

ii

I .

PAGE

Z.

2...

2­

3

3

3
4­

~

.S'



tit 1. SCODe

1.1 Name ·of Test

Private Car Electrical Load/Phase Balance

1.2 Cars to be Tested

Private cars intending to operate on Amtrak Head End
Power.

1.3 Reason for Test
..

a) To ensure car power demand does not exceed Amtrak
guidelines.

b) To ensure car has phase balance on HEP within Amtrak
guidelines.

1.4 Test Limitations

N.A.
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2. Timing of Test

2.1 When

A. When car is undergoing initial inspection for Amtrak
REP compatibility.

B. When car has changes made to its electrical system
which change phase balance or total connected load by
more than 3KW.

C. This test should be done every three years. Car
must be "IN DATE" to operate on REP ·in an Amtrak
consist.

2.2 Prerequisites for Test

2.2.1 Current Amtrak Equipment Engineering approved
drawings must be on file at Corporate
Headquarters.

2.2.2 Car must have passed test PQ-79-1, *6.1.2
"Megger."

2.3· Location of Test

Any major Amtrak facility as designated by Corporate
Mechanical Department.

3. Reference Documents

3.1 Manuals

NIA

3.2 Drawings

Current Amtrak Equipment Engineering approved single­
line schematic of car.

4. Utilities and Test Instruments

"4.1 Utilities

480V HEP Yard Power (or locomotive)

4.2 Test Fixtures

N/A
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