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NOTES:
1. GATKE APPLICATION PROCEDtJ1U::

.•• FACE PLATE TO BE SMOOTH, FLAT, "Alm tttJE •
• SAND BLAS~ FA~ PLAn:: CLEAN•
•WIPE FAa: PLATE CLEAN WITH 'MEX' SOLVENT •
•APPLY EPOXY AND GATXE. CLAMP AND CU1U: FOR
APPROXL~TELY SIX HOURS.

2. MATERIAL :
J.: INCH THICX GRAPHITE IMPREGNATED COTTON
PHENOLIC LAMINATE, GATK~ NO. 113

3. ADHESIVE:
TWO PART EPOXY; B. F. GOODRICH-NO. 1177A AND NO. 1177B.
FOLLOW MANUFACTURERS INSTRUCTIONS FOR EPOXY •
MIX AND PO~ LIFE •.

ALTERNATE METHOD:
IE P REFERRED METHOD IS NOT crSZD, DIAPHRAGM FACE
PLATE CONTACT FACE MUST BE MADE SMOOTH, FLAT AND
TRUE; SO AS NOT TO CADSE D~~GE OR RAPID WEAR TO
GATKE ~..ATERIAL ON DI..~S:MG~.s OF AM'l'RAX CA..~.
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